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INSTALLING THE SFXPC3 WINDOWS APPLICATION PROGRAM 

1. Insert the SFXPC3 CD-ROM into your CD/DVD drive. 
 

2. Wait several seconds – the SFXPC3 installer program should start – follow the instructions on 
screen. 
 

3. If it does not automatically start (you may have AutoPlay switched off for that drive), navigate 
to that drive using Windows Explorer and then double click on the SFXPC3.0.5dSetup.exe icon.  
Then follow the on-screen instructions. 
 

4. The full manuals are available in PDF format in the Manuals folder.  
Please read them before using the Software or the SFX6 Sound Effects Module. 
 

5. The default installation folder for the SFXPC3 Application is  
ά/Υ\ Progam Files\ Model Solutions of Canada Ltd.\ SFXPC3.0.5dέΦ  
The Installer program also installs the SFXPC3 manuals in  
ά/Υ\ Progam Files\  Model Solutions of Canada Ltd.\ SFXPC3.0.5d\aŀƴǳŀƭǎέ and the USB Driver 
files in  
άC:\ Progam Files\  Model Solutions of Canada Ltd.\ SFXPC3.0.5d\ usbdriver32Bit" and 
άC:\ Progam Files\  Model Solutions of Canada Ltd.\ SFXPC3.0.5d\ usbdriver64Bit" 

This first window will appear : 

 

Click the “Next” button. The following Window appears : 
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Leave this default location for the installation unless you have a very good reason to change it.  

Click the “Next” button. The following Window will appear : 
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You must select the SFXPC Application Files. The components are listed separately so that you can 

come back at a later time to re-install any of them.  

The Microsoft .NET Framework 2.0 is not required for Windows 7 or Vista as it is included in both, but 

it should be selected for Windows XP, unless you have installed it, or a later version, already. 

It is recommended that you install the Java Runtime Engine so that you can upgrade the firmware in 

the SFX6 module, if necessary, at a later date. 

The optional free software Audacity, WavePad and Switch can be installed (recommended) at your 

option now or at any time later. 

Click on the “Next” button. The following Window will appear : 
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Click on the “Install” button. The next Window will appear : 

When it has finished the installation, this final Window will appear : 
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Click the “Finish” button. 

INSTALLING THE SOUND MODULE USB DRIVER – WINDOWS VISTA 

1. First make sure the SFXPC3 application is installed as above. 
 
When you power up the sound module and connect its USB cable to the computer the 
first time, you will see a άFound New Hardwareέ window pop up : 

 

2. Select “Locate and install driver software (recommended)”. Then Vista will initially 
search for the USB the driver : 

 

3. After a few seconds of searching the next window will pop up : 
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4. Insert the SFXPC3 CD-ROM if it is not already in your CD/DVD drive, and click the “Next” 
button. 
 
The following window will appear as Vista automatically installs the SFX6 USB driver 
from the CD-ROM. 
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5. After a second or two you may see the following security warning, depending on your 
security settings for Vista : 

 

6. Select “Install this driver software anyway” to proceed. 
 
After the driver has been installed, you will see a window similar to : 
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7. You may see either “SFX6 Sound Effects Module” or “AT32UC3A”, as above. Either are 
fine. After clicking on the “Close” button you will see the following final window to 
confirm that the driver has been installed : 
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INSTALLING THE SOUND MODULE USB DRIVER – WINDOWS XP 

 
1. First make sure the SFXPC3 application is installed as above. 

 
When you power up the sound module and connect its USB cable to the computer the first 
time, you will get a άFound bŜǿ IŀǊŘǿŀǊŜέ bubble appear in the bottom right corner of 
your screen : 

 

 

2. Click on the άCƻǳƴŘ bŜǿ IŀǊŘǿŀǊŜέ bubble, then the next window will appear : 

 

3. Select the άbƻΣ ƴƻǘ ǘƘƛǎ ǘƛƳŜέ radio button and click the άbŜȄǘέ button. 

The next window will appear : 
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4. Select the άLƴǎǘŀƭƭ ŦǊƻƳ ŀ ƭƛǎǘ ƻǊ ǎǇŜŎƛŦƛŎ ƭƻŎŀǘƛƻƴ ό!ŘǾŀƴŎŜŘύέ button and click άbŜȄǘέΦ 

The next window will appear : 

 



 

SFXPC3.0.5e Installation Guide Page 11 of 13 Published : July, 2010 
© Model SolutionsTM of Canada Ltd., 2010 

5. Select the ά5ƻƴΩǘ ǎŜŀǊŎƘΦ L ǿƛƭƭ ŎƘƻƻǎŜ ǘƘŜ ŘǊƛǾŜǊ ǘƻ ƛƴǎǘŀƭƭέ button and click άbŜȄǘέΦ 

The following Window should appear : 

 

 

6. Click on the άIŀǾŜ 5ƛǎƪέ button and navigate to the “ǳǎōŘǊƛǾŜǊέ folder on the SFXPC3 CD-
ROM to make sure you have the current driver for the module. Select the SFX6USB.inf file 
and click the OK button.  Or if you have been sent an updated SFX6USB.inf file by Model 
Solutions of Canada Ltd., navigate to, and select that file.  The next window may appear : 
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7. Click on the ά/ƻƴǘƛƴǳŜ !ƴȅǿŀȅέ button. The following Window will appear : 

 

8. Then after a few seconds the “Finished” Window will appear. Click on the “Finish” button to 
close this window and the USB driver installation is complete. 
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9. To test the USB connectivity, you can run the test program testlibusb-win.exe in the 
ά/Υ\ Program Files\ Model Solutions of Canada\ SFXPC3έ folder.    
This program is also located on the SFXPC3 CD-ROM in the usbdriver folder. 

When connected, the sound module should show up as follows . 

 


